SPIS TREŚCI

nr 1

TECHNICAL PAPERS
1 Resistance Factors for Use in Load and Resistance Factor Design of Driven Pipe Piles in Sands / K. C. Foye, G. Abou-Jaoude, M. Prezzi, R. Salgado
14 CPT Based Method for the Installation of Suction Caissons in Sand / Marc Senders, Mark F. Randolph
26 p-y Criterion for Rock Mass / Robert Liang, Ke Yang, Jamal Nusairat
37 Numerical Study of the Effect of Foundation Size for a Wide Range of Sands / Nobutaka Yamamoto, Mark F. Randolph, Itai Einav
46 Zero-Displacement Lateral Spreads / T. Leslie Youd, Daniel W. DeDen, Jonathan D. Bray, Rodolfo Sancio, K. Onder Cetin, Travis M. Gerber
62 Effect of Soil Permeability on Centrifuge Modeling of Pile Response to Lateral Spreading / Lenart Gonzalez, Tarek Abdoun, Ricardo Dobry
74 Seismic Displacement Criterion for Soil Retaining Walls Based on Soil Strength Mobilization / C.-C. Huang, S.-H. Wu, H.-J Wu
84 CPT Based Probabilistic Soil Characterization and Classification / K. Onder Cetin, Cem Ozon
108 Effect of Loading Mode on Strain Softening and Instability Behavior of Sand in Plane-Strain Tests / J. Chu, D. Wanatowski
121 Coupled Thermohydromechanical Modeling of the Full-Scale In Situ Test "Prototype Repository" / G. Chen, A. Ledesma
133 Structural Assessment of a Concrete Dam Based on Uplift Pressure Monitoring / C. Bernstone, M. Westberg, J. Jeppsson
143 Quantification of Cable Deformation with Time Domain Reflectometry-Implications to Landslide Monitoring / Chih-Ping Lin, Shr-Hong Tang, Wen-Chin Lin, Chih-Chung Chung
153 Fali Cone Test to Characterize Shear Strength of Organic Sediments / R. Zentar N-E. Abriak, V. Dubois

TECHNICAL NOTES
158 Dual-Weight Fali Cone Method for Simultaneous Liquid and Plastic Limit Determination Landris / T. Lee Jr., Reed B. Frejman

DISCUSSIONS AND CLOSURES
162 Discussion of "San Jacinto Monument Case History" by Jean-Louis Briaud, Jennifer Nicks, Keunyoung Rhee, and Gregory Stieben / Bengt H. Fellenius Mauricio Ochoa
TECHNICAL PAPERS
169 Method for Evaluation of Depth of Wetting in Residential Areas / Kenneth D. Walsh, Craig A. Colby, William N. Houston, Sandra L. Houston
177 Predicted Loads in Steel Reinforced Soil Walls Using the AASHTO Simplified Method / Richard J. Bathurst, Axel Nernheim, Tony M. Allen
185 Quality of Conventional Fixed Piston Samples of Norwegian Soft Clay / Michael Long, Nouri El Hadj, Knut Hagberg
199 Analysis of Lightweight Deflectometer Test Based on In Situ Stress and Strain Response / Michael A. Mooney, Patrick K. Miller
209 Analysis of a Large Database of GCL-Geomembrane Interface Shear Strength Results / John S. McCartney, Jorge G. Zornberg, Robert H. Swan Jr.
224 Particle Network Model for Simulating the Filtration of a Microfine Cement Grout in Sand / Yun Sung Kim, Andrew J. Whittle
237 Integrity Problem of Large-Diameter Bored Piles / Yue Choong Kog
246 Performance of Long-Driven H-Piles in Granitic Saprolite / Arthur K. O. So, Charles W. W. Ng
259 Experimental Characterization of Dynamic Property Changes in Aged Sands / Yu-Hsing Wang, King-Yuen Tsui
271 Cyclic Behavior of Fine-Grained Soils at Different pH Values / Ivan B. Gratchev, Kyoji Sassa

TECHNICAL NOTES
300 Strain-Rate Effects in Mexico City Soil / J. Abraham Diaz-Rodriguez, J. Jose Martinez-Vasquez, J. Carlos Santamarina

DISCUSSIONS AND CLOSURES
306 Discussion of "Evaluation of Cyclic Softening in Silts and Clays" / Ross W. Boulanger, I. M. Idriss P. K. Robertson
308 Closure / Ross W. Boulanger, I. M. Idriss
TECHNICAL PAPERS
309 On Global Equilibrium in Design of Geosynthetic Reinforced Walls / Dov Leshchinsky
316 Case Study of a Full-Scale Evapotranspiration Cover / Patrick E. McGuire, Brian J. Andraski, Ryan E. Archibald
349 Relative Abundance of Monovalent and Divalent Cations and the Impact of Desiccation on Geosynthetic Clay Liners / Craig H. Benson, Stephen R. Meer
371 Probabilistic Models for Cyclic Straining of Saturated Clean Sands / K. Onder Cetin, H. Tolga Bilge, Jiaer Wu, Annie M. Kammerer, Raymond B. Seed
387 Probabilistic Model for the Assessment of Cyclically Induced Reconsolidation (Volumetric) Settlements / K. Onder Cetin, H. Tolga Bilge, Jiaer Wu, Annie M. Kammerer, Raymond B. Seed
399 Near-Field Effects on Array-Based Surface Wave Methods with Active Sources / Sungsoo Yoon, Glenn J. Rix
407 Contact Interface Model for Shallow Foundations Subjected to Combined Cyclic Loading / Sivapalan Gajan, Bruce L. Kutter
420 Load-Settlement Response of Rectangular and Circular Piles in Multilayered Soil / H. Seo, D. Basu, M. Prezzi, R. Salgado
431 Reliability Analysis of Laterally Loaded Piles Involving Nonlinear Soil and Pile Behavior / C. L. Chan, B. K. Low

TECHNICAL NOTES
444 Critical Pool Level and Stability of Slopes in Granular Soils / Radoslaw L. Michalowski
449 Influence of Particle Properties and Initial Specimen State on One-Dimensional Compression and Hydraulic Conductivity / Jason T. DeJong, G. Geoffrey Christoph
455 Two Approaches of Finite-Element Modeling of Ballasted Railway Track / Chen-Ming Kuo, Cheng-Hao Huang

DISCUSSIONS AND CLOSURES
459 Discussion of "Support Mechanisms of Rammed Aggregate Piers. I: Experimental Results" / David J. White, Ha T. V. Pham, Kenneth K. Hoevellkamp J. Tanner Blackburn
460 Discussion of "Support Mechanisms of Rammed Aggregate Piers. II: Numerical Analyses" / Ha T. V. Pham, David J. White, J. Tanner Blackburn
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>463</td>
<td>Load Testing of a Closed-Ended Pipe Pile Driven in Multilayered Soil</td>
<td>Daehyeon Kim, Adriano Virgilio Damiani Bica, Rodrigo Salgado, Monica Prezzi, Wonje Lee</td>
</tr>
<tr>
<td>474</td>
<td>Experimental Investigation of the Reinstallation of Spudcan Footings Close to Existing Footprints</td>
<td>Mark J. Cassidy, Chin Kau Quah, Kok Seng Foo</td>
</tr>
<tr>
<td>487</td>
<td>Setup Following Installation of Dynamic Anchors in Normally Consolidated Clay</td>
<td>M. D. Richardson, C. D, O'Loughlin, M. F. Randolph, C. Gaudin</td>
</tr>
<tr>
<td>497</td>
<td>Optimization of Pile Groups Using Hybrid Genetic Algorithms</td>
<td>C. M. Chan, L. M. Zhang, Jenny T. M. Ng</td>
</tr>
<tr>
<td>506</td>
<td>Lateral Performance of Full-Scale Bridge Abutment Wall with Granular Backfill</td>
<td>Anne Lemnitzer, Eric R. Ahlberg, Robert L. Nigbor, Anoosh Shamsabadi, John W. Wallace, Jonathan P. Stewart</td>
</tr>
<tr>
<td>515</td>
<td>Seismic Response of Geocell Retaining Walls: Experimental Studies</td>
<td>Hoe I. Ling, Dov Leshchinsky, Jui-Pin Wang, Yoshiyuki Mohri, Arik Rosen</td>
</tr>
<tr>
<td>525</td>
<td>Dynamic Properties of Highly Organic Soils from Montezuma Slough and Clifton Court</td>
<td>Tadahiro Kishida, Timothy M. Wehling, Ross W. Boulanger, Michael W. Driller, Kenneth H. Stokoe II</td>
</tr>
<tr>
<td>533</td>
<td>Regression Models for Dynamic Properties of Highly Organic Soils</td>
<td>Tadahiro Kishida, Ross W. Boulanger, Norman A. Abrahamson, Timothy M. Wehling, Michael W. Driller</td>
</tr>
<tr>
<td>544</td>
<td>Development of Dissipation Model of Excess Pore Pressure in Liquefied Sandy Ground</td>
<td>Sung-Ryul Kim, Jae-Ik Hwang, Hon-Yim Ko, Myoung-Mo Kim</td>
</tr>
<tr>
<td>555</td>
<td>Effects of Principal Stress Rotation on Permanent Deformation in Rail Track Foundations</td>
<td>P. J. Grabe, C. R. I. Clayton</td>
</tr>
<tr>
<td>566</td>
<td>Seepage-Induced Acoustic Emission in Granular Soils</td>
<td>Meng-Hsi Hung, Gerald C. Lauchle, Mian C. Wang</td>
</tr>
<tr>
<td>590</td>
<td>Short-Term Electrical Conductivity and Strength Development of Lime Kiln Dust Modified Soils</td>
<td>Renpeng Chen, Vincent P. Drnevich, Radha Krishna Daita</td>
</tr>
<tr>
<td>595</td>
<td>Interference of Two Closely Spaced Strip Footings on Sand Using Model Tests</td>
<td>Jyant Kumar, Manas Kumar Bhoi</td>
</tr>
</tbody>
</table>
TECHNICAL PAPERS
623 Analysis of Extensible Reinforcement Subject to Oblique Pull / J. T. Shahu, S. Hayashi
635 Identification and Description of Soils Containing Very Coarse Fractions / Fred H. Kulhawy, Jie-Ru Chen
647 Eigenvalue Problem from the Stability Analysis of Slopes / Hong Zheng
657 Vertical and Radial Consolidation Analysis of Multilayered Soil Using the Spectral Method / Rohan Walker, Buddhima Indraratna, Nagaratnam Sivakugan
664 Hydraulic Conductivity and Compressibility of Soil-Bentonite Backfill Amended with Activated Carbon / Michael A. Malusis, Edward J. Barben, Jeffrey C. Evans
673 Strength Properties of JSC-1A Lunar Regolith Simulant / Khalid A. Alshibli, Alsidqi Hasan
680 Dynamic Stress Analysis of a Ballasted Railway Track Bed during Train Passage / L. A. Yang, W. Powrie, J. A. Priest

TECHNICAL NOTES
690 Active Earth Pressure on Retaining Wall for c-ø Soil Backfill under Seismic Loading Condition / Sanjay Kumar Shukia, Shrawan Kumar Gupta, Nagaratnam Sivakugan
697 Experimental Investigations of Colloidal Silica Grouting in Porous Media / Tirupati Bolisetti, Stanley Reitsma, Ram Balachandar

DISCUSSIONS AND CLOSURES
701 Discussion of "Coupled Use of Cone Tip Resistance and Small Strain Shear Modulus to Assess Liquefaction Potential" / Debasis Roy James A. Schneider
706 Closure / Debasis Roy
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>709</td>
<td>Shear Strength of Municipal Solid Waste</td>
<td>Jonathan D. Bray, Dimitrios Zekkos, Edward Kavazanjian Jr., George A.</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Athanasopoulos, Michael F. Ftiemer</td>
</tr>
<tr>
<td>723</td>
<td>Blast Densification: Multi-Instrumented Case History Guillermo</td>
<td>A. Narsilio, J. Carlos Santamarina, Tamara Hebeler, Robert Bachus</td>
</tr>
<tr>
<td>735</td>
<td>Correcting Liquefaction Resistance for Aged Sands Using Measured to Estimated Velocity Ratio</td>
<td>Ronald D. Andrus, Hossein Hayati, Nisha P. Mohanan</td>
</tr>
<tr>
<td>745</td>
<td>Learning of Dynamic Soil Behavior from Downhole Arrays</td>
<td>Chi-Chin Tsai, Youssef M. A. Hashash</td>
</tr>
<tr>
<td>758</td>
<td>Centrifuge Modeling of Slope Instability</td>
<td>Hoe I. Ling, Min-Hao Wu, Dov Leshchinsky, Ben Leshchinsky</td>
</tr>
<tr>
<td>768</td>
<td>Efficient Evaluation of Reliability for Slopes with Circular Slip Surfaces Using Importance Sampling</td>
<td>Jianye Ching, Kok-Kwang Phoon, Yu-Gang Hu</td>
</tr>
<tr>
<td>778</td>
<td>Analytical Method for Load-Transfer Characteristics of Rock-socketed Drilled Shafts</td>
<td>Hoonil Seol, Sangseom Jeong, Sunghan Cho</td>
</tr>
<tr>
<td>790</td>
<td>Shaft Capacity of Continuous Flight Auger Piles in Sand</td>
<td>K. G. Gavin, D. Cadogan, P. Casey</td>
</tr>
<tr>
<td>799</td>
<td>Experimental Response of Piles in Sand under Compound Motion</td>
<td>Jeramy C. Ashlock, Ronald Y. S. Pak</td>
</tr>
<tr>
<td>809</td>
<td>Design Guidelines for Polyethylene Pipe Interface Shear Resistance</td>
<td>Omer Bilgin, Harry E. Stewart</td>
</tr>
<tr>
<td>819</td>
<td>Effect of Surface Heave on Response of Partially Embedded Pipelines on Clay</td>
<td>R. S. Merifield, D. J. White, M. F. Randolph</td>
</tr>
<tr>
<td>830</td>
<td>Use of SPT Blow Counts to Estimate Shear Strength Properties of Soils: Energy Balance Approach</td>
<td>Hiroshan Hettiarachchi, Timothy Brown</td>
</tr>
<tr>
<td>835</td>
<td>Experimental Investigation on Effectiveness of a Vertical Drain under Cyclic Loads</td>
<td>Buddhima Indraratna, Anass Attya, Cholachat Rujikiatkamjorn</td>
</tr>
<tr>
<td>840</td>
<td>Oedometer Behavior of an Artificial Cemented Highly Collapsible Soil</td>
<td>G. M. Medero, F. Schnaid, W. Y. Y. Gehling</td>
</tr>
<tr>
<td>846</td>
<td>Closure</td>
<td>I. Anastasopoulos</td>
</tr>
</tbody>
</table>
TECHNICAL PAPERS
851 Predicting the Behavior of an Earth and Rockfill Dam under Construction / L. M. Costa, E. E. Alonso
863 Sensor-Enabled Geosynthetics: Use of Conducting Carbon Networks as Geosynthetic Sensors / Kianoosh Hatami, Brian P. Grady, Matthew C. Ulmer
875 Long-Term Reinforcement Load of Geosynthetic-Reinforced Soil Retaining Walls / Huabei Liu, Myoung-Soo Won
890 Importance of Lower-Bound Capacities in the Design of Deep Foundations / Shadi S. Najjar, Robert B. Gilbert
901 Pile Bearing Capacity Factors and Soil Crushability / Keiji Kuwajima, Masayuki Hyodo, Adrian F. L. Hyde
914 Interaction of Shallow Foundations with Reverse Faults / Waqas Ahmed, Mark Fraser Bransby
925 Stability Charts for the Collapse of Residual Soil in Karst / Eric C. Drumm, Ozgur Akturk, Haluk Akgun, Levent Tutluoglu
932 Bayesian Framework for Characterizing Geotechnical Model Uncertainty / J. Zhang, L. M. Zhang, Wilson H. Tang
941 Strain Rate, Creep, and Stress Drop-Creep Experiments on Crushed Coral Sand / Poul V. Lade, Carl D. Liggio Jr., Jungman Nam

TECHNICAL NOTES
954 Reliability-Based Economic Design Optimization of Spread Foundations / Yu Wang
960 Simple Energy-Based Method for Nonlinear Analysis of Incompressible Pile Groups in Clays / Assaf Klar, Yat-Fai Leung
973 Investigation of Tunnel-Soil-Pile Interaction in Cohesive Soils / Mohamed A. Meguid, Joe Mattar
986 Membrane Effects in Biaxial Compression / Tests J. David Frost, T. Matthew Evans
992 Best-Fit Models to Estimate Modified Proctor Properties of Compacted Soil / Lucio Di Matteo, Federica Bigotti, Remo Ricco
## H. Bolton Seed Memorial Lecture


998 Geotechnical Surprises—Or Are They? / James K. Mitchell

## Technical Papers

1011 Coupled Mechanical and Hydraulic Modeling of Geosynthetic-Reinforced Column-Supported Embankments / Jie Huang, Jie Han, Sadik Oztoprak

1022 In Situ Soil Response to Vibratory Loading and Its Relationship to Roller-Measured Soil Stiffness / Michael A. Mooney, Robert V. Rinehart

1032 Liquefaction Resistance of Sandy Soils under Partially Drained Condition / Yoichi Yamamoto, Masayuki Hyodo, Rolando P. Orense

1044 Effects of Moment-to-Shear Ratio on Combined Cyclic Load-Displacement Behavior of Shallow Foundations from Centrifuge Experiments / Sivapalan Gajan, Bruce L. Kutter

1056 Critical Evaluation of Compression Interpretation Criteria for Drilled Shafts / Yit-Jin Chen, Yi-Chung Fang

1070 Behavior of Concrete-Faced Rockfill Dams during Initial Impoundment / Min-Woo Seo, Ik Soo Ha, Yong-Seong Kim, Scott M. Olson