<table>
<thead>
<tr>
<th>No.</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Self-Adapting Microscale Surface Grooves for Hydrodynamic Lubrication</td>
<td>Ravi S. Duvvuru, Robert L. Jackson, Jong Wook Hong</td>
</tr>
<tr>
<td>12</td>
<td>Influence of Critical Micelle Concentration (CMC) on Tribological Properties of Aqueous Solutions of Alkyl Polyglucosides</td>
<td>Marian Wlodzimierz Sulek, Tomasz Wasilewski</td>
</tr>
<tr>
<td>21</td>
<td>Effect of Surface Texturing on Very Thin Film EHD Lubricated Contacts</td>
<td>Ivan Křupka, Martin Hartl</td>
</tr>
<tr>
<td>29</td>
<td>Durable Anti-Smudge Materials for Display Terminals</td>
<td>Hirofumi Kondo, Lee Sungkil, Hideaki Hanaoka</td>
</tr>
<tr>
<td>36</td>
<td>A Dynamic Model for Dissipative Structures used in Bump-Type Foil Bearings</td>
<td>Sébastien Le Lez, Mihai Arghir, Jean Frene</td>
</tr>
<tr>
<td>47</td>
<td>Design and Development of a Test Setup for Online Wear Monitoring of Mechanical Face Seals Using a Torque Sensor</td>
<td>Shashikant S. Goilkar, Harish Hirani</td>
</tr>
<tr>
<td>59</td>
<td>Effect of Aramid Fiber and ZnO Nanoparticles on Friction and Wear of PTFE Composites in Dry and LN$_2$ Conditions</td>
<td>Li-Qin Wang, Xiao-Mei Jia, Li Cui, Guan-Ci Chen</td>
</tr>
<tr>
<td>66</td>
<td>CFD Study on Oil-in-Water Emulsions</td>
<td>Sy-Wei Lo, Kuo-Cheng Huang, Ming-Chai Zhou</td>
</tr>
<tr>
<td>73</td>
<td>Antiwear Properties of Blends Containing Mixtures of Zinc Dialkyl Dithiophosphate and Different Detergents</td>
<td>K. Komvopoulos, G. Pennecot, E. S. Yamaguchi, S. W. Yeh</td>
</tr>
<tr>
<td>86</td>
<td>Numerical Analysis on Lubricating Properties of Tripod Sliding Universal Joints</td>
<td>X. F. Wang, D. G. Chang</td>
</tr>
<tr>
<td>96</td>
<td>Pretreatment of Steel Racetracks by using a Sand-Blasting Technique with a Special Emphasis on Si$_3$N$_4$ Powder — Part One</td>
<td>Kenneth K. Chao, Costandy S. Saba</td>
</tr>
<tr>
<td>106</td>
<td>Traction of Lubricated Rolling Contacts between Thin-Film Coatings and Steel</td>
<td>Ryan D. Evans, J. David Cogdell, Gerald A. Richter, Gary L. Doll</td>
</tr>
<tr>
<td>114</td>
<td>Bearing Fatigue Life Tests in Advanced Base Oil and Grease for Space Applications</td>
<td>Nobuyoshi Ohno, Hidekazu Komiya, Sobahan Mia, Shigeki Merita, Naoki Satoh, Shingo Obara</td>
</tr>
<tr>
<td>127</td>
<td>Frictional Torque of Needle Roller Thrust Bearings</td>
<td>T. Hatazawa, T. T. Kawaguchi</td>
</tr>
<tr>
<td>133</td>
<td>Frictional Performances of Activated Carbon and Carbon Blacks as Lubricant Additives</td>
<td>Seunghyun Baik, Dokyung Yoon, Hyung Ik Lee, Ji Man Kim, Gyu-Sun Lee, Young-Ze Lee</td>
</tr>
</tbody>
</table>
nr 2

139 Influence of Leak Path Friction on Labyrinth Seal Inlet Swirl / R. G. Kirk, Z. Guo


157 Investigation of Electrical Contact Resistance of Ag Nanoparticles as Additives Added to PEG 300 / Ming Zhang, Xiaobo Wang, Xisheng Fu, Weimin Liu


171 First Traction Results of High Spinning Large-Size Circular EHD Contacts from a New Test Rig : Tribogyr / Hervé Dormois, Nicolas Fillot, Philippe Vergne, Gérard Dalmaz, Michel Querry, Eustathios Ioannides, Guillermo E. Morales-Espejel

180 Root Cause Failure Analysis of Outer Ring Fracture of Four-Row Cylindrical Roller Bering / H. Hirani

191 Tribology Passive Protection of Friction Pair with Polystyrene / Zeshan Hu, Xiaopin Wei, Qiang Cai, Sheguang Ding, Chenghua Hong, Zhang Xianming, Yulin Deng

197 Study on the Scratch Hardness and Indentation Hardness of Burnished Poly(Oxymethylene) Surfaces / K. O. Low, N. S. M. El-Tayeb, P. V. Breverna, F. M. Chong

204 Performance of Flat Capillary Compensated Deep/Shallow Pockets Hydrostatic/Hydrodynamic Journal-Thrust Floating Ring Bering / Guo Hong, Lai Xinmin, Wu Xiaoling, Cen Shaoqi

213 Wear Behavior of AISI 8620 Steel Modified by a Pulse-Plasma Technique / Y. Y. Özbek, M. Furman, H. Akbulut

223 Evaluating the Validity of Rolling Contact Fatigue Test Results / John I. McCool, Raymond Valori

231 Assessment of Tribological Coatings for Foil Bearing Applications / Said Jahannir, Hooshang Heshmat, Crystal Heshmat

243 A Simple Approach to the ThermoElastoHydroDynamic Behavior of Mechanical Face Seals / Noël Brunetière, Alexandru Apostolescu

256 CMP Friction as a Function of Slurry Silica Nanoparticle Concentration and Diameter / Joseph A. Levert, Chad S. Korach

262 The Static and Dynamic Characteristics of a Two-Lobe Journal Bearing Lubricated with Couple-Stress Fluid / W. A. Crosby, B. Chetti

269 Dimensional Stability, Microstructure, and Cohesion Strength of Composite Solid Lubricant Coatings after Heat Treatment / Malcolm K. Stanford
277 Antiwear Properties and Tribochemical Action Mechanisms of Three S-Containing Triazine Derivatives as Additives in Rapeseed Oil / Wu Hua, Li Jing, Ma Haibing, Ren Tianhui, M. Kasrai, G. M. Bancroft
293 Experimental Study on the Performance of Coated Carbide Tools in the Ultra-Precision Machining of Stainless Steel / W. Y. H. Liew
303 Identification of Bearing and Gear Tooth Damage in a Transmission System / F. K. Choy, Wei Jia, Ruiwei Wu
310 On the Temperature Rise of Bodies Subjected to Unidirectional or Oscillating Frictional Heating and Surface Convective Cooling / Jun Wen, M. M. Khonsari
323 Limits of Dynamic Coefficients of Self-Acting Tilting-Pad Gas Bearings / Yang Lihua, Qi Shemiao, Yu Lie
331 Friction and Wear Properties of Aluminum-Silicon Alloy Impregnated Graphite Composite (ALGR-MMC) under Lubricated Sliding Conditions / Hozumi Goto, Claudiu V. Suciu, Takahiro Inokuchi
346 Prediction of Contact Temperature Distribution during Fretting Fatigue in Titanium Alloys / T. E. Matikas, P. D. Nicolaou
354 The Tribological Properties of Fullerene-Like Hydrogenated Carbon (FL-C:H) Film under Different Humidity Conditions / Xia Wang, Peng Wang, Bin Zhang, Shengrong Yang, Junyan Zhang
360 Friction in Highly Loaded Mixed Lubricated Point Contacts / Qiang Liu, Wijtze Ten Napel, John H. Tripp, Piet M. Lugt, Ralph Meeuwenoord
370 Feasibility Study of Vapor-Mist Phase Reaction Lubrication using a Thioether Liquid / Wilfredo Morales, Robert F. Handschuh, Timothy L. Krantz
376 Aerostatic and Aerodynamic Performance of an Out-Pump Spirally Grooved Thrust Bearing: Analysis and Comparisons to Static Load Experiments / S.M. YAO
389 Tribological Properties of Electric Arc-Sprayed CuSn Coating for Bearing Elements / M. Toparli, E. Celik, I. Birlik, E. Dokumaci, N.F. Ak Azem
395 High Productivity Rough Turning of Ti-6Al-4V Alloy, with Flood and High-Pressure Cooling / E. O. Ezugwu, J. Bonney, R. B. Da Silva, A. R. Machado, E. Ugwoha
401 Erosion Wear Analysis of Plasma Sprayed Ceramic Coating Using the Taguchi Technique / S. C. Mishra, Satyabati Das, Alok Satapathy, P. V. Ananthapadmanabhan, K. P. Sreekumar
405 Enhancing Oil/Water Emulsion Stability: The Use of Capillary Contact Angle Measurements to Determine Liquid/Liquid Interfacial Tensions between Aqueous Alkanolamine Solutions and Oils / Michael D. Gernon, Daniel Alford, Conor M. Dowling, Gerald P. Franco
nr 4

415 Interference-Fit Life Factors for Roller Bearings / Fred B. Oswald, Erwin V. Zaretsky, Joseph V. Poplawski

427 Measurement and Analysis of Inlet Oil Film Thickness in Cold Sheet Rolling with Oil-in-Water Emulsion / Akira Azushima, Satoshi Inagaki

435 Structural Properties of Foil Bearings: A Closed-Form Solution Validated with Finite Element Analysis / Piotr Hryniewicz, Michał Wodtke, Artur Olszewski, Romuald Rzadkowski

447 Investigation of Chemical/Mechanical Polishing of Niobium / George Calota, Natalia Maximowa, Katherine S. Ziemer, Sinan Muftu

460 Tribological Properties of a Magnetorheological (MR) Fluid in a Finishing Process / Jongwon Seok, Seong Oh Lee, Kyung-In Jang, Byung-Kwon Min, Sang Jo Lee

470 A Review on Grease Lubrication in Rolling Bearings / Piet M. Lugt

481 Tribological Characteristics of WC-Ni and WC-Co Cemented Carbide in Dry Reciprocating Sliding Contact / Koenraad Bonny, Patrick De Baets, Jozef Vleugels, Shuigen Huang, Bert Lauwers

492 Effect of Perfluoropolyether Fluids on Life of Thrust Ball Bearings / Nobuyoshi Ohno, Md. Ziaur Rahman, Syusukeyamada, Hiroshi Komiya

501 Correlation between the Film Forming Ability and Rheological Properties of New and Aged Low Sulfated Ash, Phosphorus and Sulfur (Low SAPS) Automotive Lubricants / C. Meunier, D. Mazuer, P. Vergne, M. El Fassl, J. Obiols

511 The Role of Antioxidants on the Oxidation Stability of Oils with F-ZDDP and ZDDP, and Chemical Structure of Tribofilms Using XANES / Anuradha Somayaji, Pranesh B. Aswath

526 The Effect of a Friction Modifier Additive on Micropitting / E. Laine, A.V. Olver, M.F. Lekstrom, B.A. Shollock, T.A. Beveridge, D.Y. Hua

534 An Approach to Understanding Micro-Spalling in High-Speed Ball Bearings Using a Thermal Elastohydrodynamic Model / Peter Gloeckner, Wilhelm Sebald, Vasilios Bakolas

544 A Study of the Steady-State Performance of a Pressurized Air Wave Bearing at Concentric Position / Adrian Sescu, Carmen Sescu, Florin Dimofte, Sorin Cioc, Abdollah A. Afjeh, Robert Handschuh

553 Tribological Properties of Water Glass Lubricant for Hot Metalworking / Keishi Matsumoto, Masaru Izawa, Tetsuya Nakanishi, Kenji Tsubouchi

560 Modeling Mixed-Lubrication of a Shoe-Floor Interface Applied to a Pin-on-Disk Apparatus / Kurt Beschorner, Michael Lovell, C.Fred Higgs III, Mark S. Redfern

569 Effects of a Mechanical Preload on the Dynamic Force Response of Gas Foil Bearings: Measurements and Model Predictions / Tae Ho Kim, Luis San Andres
581 On the Chaotic Behavior of Grease Lubrication in Rolling Bearings / Piet M. Lugt, Slavco Velickov, John H. Tripp
591 Current Approaches in Design and Supply of Metalworking Fluids / E. Brinksmeier, M. Garbrecht, C. Heinzel, Th. Koch, J. Eckebrecht
602 Comparative Studies on Tribological Behavior of Multiply-Alkylated Cyclopentane with other Liquid Lubricants for Various Frictional Materials / Yu-Bin Sun, Li-Tian Hu, Qun-Ji Xue
611 Study of Friction and Transfer Layer Formation in Copper-Steel Tribo-System : Role of Surface Texture and Roughness Parameters / Pradeep L. Menezes, Kishore, Satish V. Kailas
632 Pretreatment of Steel Racetracks by Using Sand-Blasting Technique with a Special Emphasis on Si₃N₄ Powder – Part Two / Kenneth K. Chao, Costandy S. Saba
643 The Parameters Influencing High-Pressure Mechanical Gas Face Seal Behavior in Static Operation / Noel Brunetiere, Sebastien Thomas, Bernard Tournerie
655 Sensitivity of RF Sensors for Bearing Health Monitoring / S. Gudorf, S.K. Sharma, A.A. Voevodin
663 Experimental Study of Cyclic Rolling-Contact Fatigue of Silicon Nitride Balls / Jingling Zhou, Guoqing Wu
671 Identifying Bearing Rotor-Dynamic Coefficients Using an Extended Kalman Filter / Brad A. Miller, Samuel A. Howard
680 A Three-Dimensional Navier-Stokes – Based Numerical Model for Squeeze Film Dampers. Part 1 — Effects of Gaseous Cavitation on Pressure Distribution and Damping Coefficients without Consideration of Inertia / Changhu Xing, Minel J. Braun, Hongmin Li
695 A Three-Dimensional Navier-Stokes-Based Numerical Model for Squeeze Film Dampers. Part 2 — Effects of Gaseous Cavitation on the Behavior of the Squeeze Film Damper / Changhu Xing, Minel J. Brann, Hongmin Li
706 Film Formation of Non-Phosphorus Wear Inhibitors / E.S. Yamaguchi, S.H. Roby
717 Study on Static Supporting Capacity and Tribological Performance of Ferrofluids / Wei Huang, Cong Shen, Xiaolei Wang
Monitoring of Ball Bearing Operation under Grease Lubrication Using a New Compound Diagnostic System Detecting Vibration and Acoustic Emission / Takeo Yoshioka, Shigeo Shimizu

Effect of Shaft Microcavity Patterns for Flow and Friction Control on Radial Lip Seal Performance – A Feasibility Study / Katherine H. Warren, Lyndon Scott Stephens

Starvation Behavior in Cold Rolling of Aluminum with Oil-in-Water Emulsion / Akira Azushima, Satoshi Inagaki, Hiroki Ohta

Theoretical Prediction of Journal Bearing Stability Characteristics Based on the Extent of the Slip Region on the Bearing Surface / T. V. V. L. N. Rao

Triboelectrification in Sliding/Rolling Contacts Using Twin-Ring Tribometer / Toshihiko Tokeshi, Ken’ichi Hiratsuka, Akira Sasaki, Shinji Uchiyama, Czeslaw Kajdas

Characteristics of Externally Pressurized Porous Gas Bearings Considering Structure Permeability / Chih-Chuan Lee, Hsien-I You

The Solid Particle Erosion Behavior of Carbon/Carbon and Carbon/Phenolic Composite Used in Re-entry Vehicles / S. Sarkar, V. G. Sekharan, R. Mitra, Manish Roy

Real-Time Testing of Bioburdens in Metalworking Fluids Using Adenosine Triphosphate as a Biomass Indicator / Frederick J. Passman, George L. Egger II, Sarah Hallahan, Brent W. Skinner, Mark Deschepper

Structure and Micromorphology of Wear Debris of MC Nylon 6 under Dry Sliding: Correlation with Wear Mechanisms / Liping Ning, Lingqi Jian, Jinqing Wang, Shengrong Yang, Jianmin Wang

Theoretical Analyses and Field Applications of Gas-Film Lubricated Mechanical Face Seals with Herringbone Spiral Grooves / Yuming Wang, Huixia Yang, Jianli Wang, Yanmei Liu, Haining Wang, Xiangzhong Feng

Probabilistic Stress-Life (P-S-N) Study on Bearing Steel Using Alternating Torsion Life Test / Shigeo Shimizu, Kazuo Tsuchiya, Katsuji Tosha

Investigation of Fluid Flow Out of a Microcavity Using µ PIV / Chin-Pei Wang, Farshid Sadeghi, Steven T. Wereley, Han-Sheng Chuang

Friction and Wear of Hybrid PTFE/Kevlar Fabric CompositeFilled with ZnO Nanoparticles Sliding against Steel, Copper, and Aluminum / Hui-Juan Zhang, Zhao-Zhu Zhang, Fang Guo, Wei Jiang, Kun Wang

TECHNICAL NOTE


Oprac. BPK