EDITORIAL
010201 Recent Advances on Composites and Heterogeneous Materials Valeria La Saponara and Assimina A. Pelegri

RESEARCH PAPERS
011001 Stress Relaxation of a Twaron®/Natural Rubber Composite / N. V. David, X.-L. Gao, and J. Q. Zheng
011003 Frequency-Steered Acoustic Arrays: Application to Structural Health Monitoring of Composite Plater / Buli Xu, Matteo Senesi, and Massimo Ruzzene
011004 Multiscale Characterization of Spatial Heterogeneity in Multiphase Composite Microstructures / M. A. Tschopp, G. B. Wilks, and J. E. Spowart
011005 Hyperelastic Constitutive Modeling of Hexagonal Honeycombs Subjected to In-Plane Shear Loading / Jaehyung Ju and Joshua D. Summers
011006 Mechanisms of Bimaterial Attachment at the Interface of Tendon to Bone / Yanxin Liu, Victor Birman, Changqing Chen, Stavros Thomopoulos, and Guy M. Genin
011007 On Microstructure Evolution in Fiber-Reinforced Elastomers and Implications for Their Mechanical Response and Stability / Oscar Lopez-Pamies, Martin I. Idiart, and Zhiyun Li
011008 Creep Responses of Smart Sandwich Composites at Multiple Length Scales: Experiments and Modeling / Anaïs Farrugia, Charles Winkelmann, Valeria La Saponara, Jeong Sik Kim, and Anastasia H. Muliana
011009 Inverse Method for Estimating Resistivity of Carbon Fiber Composite Structures / Sung-Uk Zhang and Ashok V. Kumar
011010 Application of Multiscale Cohesive Zone Model to Simulate Fracture in Polycrystalline Solids / Jing Qian and Shaofan Li
011011 Structural Health Monitoring of Glass/Epoxy Composite Plates Using PZT and PMN-PT Transducers / Valeria La Saponara, David A. Horley, and Wahyu Lestari
011012 Processing and Characterization of Thermoplastic Polyurethane Nanocomposite Thin Films / Anandh Balakrishnan and Mrinal C. Saha
011013 Correlation of Thermal Conduction Properties With Mechanical Deformation Characteristics of a Set of SiC–Si₃N₄ Nanocomposites / Vikas Tomar and Vikas Samvedi
011014 Mechanics of Indentation into Micro- and Nanoscale Forests of Tubes, Rods, or Pillars / Lifeng Wang, Christine Ortiz, and Mary C. Boyce

011016  Dynamic Mechanical Analysis of Fly Ash Filled Polyurea Elastomer / Jing Qiao, Alireza V. Amirkhizi, Kristin Schaaf, and Sia Nemat-Nasser

011017  Coupled Interfacial Energy and Temperature Effects on Size-Dependent Yield Strength and Strain Hardening of Small Metallic Volumes / Rashid K. Abu Al-Rub and Abu N. M. Faruk

011018  Progressive Damage Analysis of Random Chopped Fiber Composite Using Finite Elements / Yi Pan and Assimina A. Pelegri
<table>
<thead>
<tr>
<th>Paper Number</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>021001</td>
<td>Use of a continuum damage model based on energy equivalence to predict the response of a single-crystal superalloy</td>
<td>P. Grammenoudis, D. Reckwerth, and Ch. Tsakmakis</td>
</tr>
<tr>
<td>021002</td>
<td>Influence of dissipated energy on shear band spacing in hy-100 steel</td>
<td>O. Oussouaddi, L. Daridon, S. Ahzi, and A. Chrysochoos</td>
</tr>
<tr>
<td>021003</td>
<td>Finite element analysis of welding processes by way of hypoelasticity-based formulation</td>
<td>You Sung Han, Kyehyung Lee, Myoung-Soo Han, Hyunchil Chang, Kanghyouk Choi, and Seyoung Im</td>
</tr>
<tr>
<td>021004</td>
<td>Study on machinability of Al₂O₃ ceramic composite in EDM using response surface methodology</td>
<td>K. M. Patel, Pulak M. Pandey, and P. Venkateswarra Rao</td>
</tr>
<tr>
<td>021005</td>
<td>Effect of cyclic strain on the mechanical behavior of a thermoplastic polyurethane</td>
<td>A. Avanzini and D. Gallina</td>
</tr>
<tr>
<td>021006</td>
<td>Microstructure and properties of the composites: hydroxyapatite with addition of zirconia phase</td>
<td>Agata Dudek</td>
</tr>
<tr>
<td>021007</td>
<td>Study of machining-induced microstructure variations of nanostructured/ultrafine-grained copper</td>
<td>Yong Huang and Mason Morehead</td>
</tr>
<tr>
<td>021008</td>
<td>Modeling of strain-stress relationship for carbon steel deformed at temperature exceeding hot rolling range</td>
<td>Marcin Hojny and Miroslaw Glowacki</td>
</tr>
<tr>
<td>021009</td>
<td>Processing of small scale nitinol billets by induction heated nonconventional isothermal extrusion (IHNCIE)</td>
<td>J. Butler, P. Tiernan, A. A. Gandhi, S. Beloshapkin, and S. A. M. Tofail</td>
</tr>
<tr>
<td>021010</td>
<td>Uniaxial strain and stress-controlled cyclic responses of ultrahigh molecular weight polyethylene: experiments and model simulations</td>
<td>Tasnim Hassan, Ozgen U. Çolak, and Patricia M. Clayton</td>
</tr>
<tr>
<td>021011</td>
<td>The impact of weld metal creep strength on the overall creep strength of 9% Cr steel weldments</td>
<td>Peter Mayr, Stefan Mitsche, Horst Cerjak, and Samuel M. Allen</td>
</tr>
<tr>
<td>021012</td>
<td>Ambient temperature creep of type 304 stainless steel</td>
<td>M. E. Kassner, P. Geantil, and R. S. Rosen</td>
</tr>
<tr>
<td>021013</td>
<td>Characterization of the creep deformation and rupture behavior of DS GTD-111 using the kachanov–rabochnov constitutive model</td>
<td>Calvin M. Stewart, Ali P. Gordon, Erik A. Hogan, and Ashok Saxena</td>
</tr>
<tr>
<td>021014</td>
<td>Effect of material physical properties on residual stress measurement by EDM hole-drilling metod</td>
<td>H. T. Lee, T. Y. Tai, C. Liu, F. C. Hsu, and J. M. Hsu</td>
</tr>
<tr>
<td>021015</td>
<td>Tensile and fracture characterization of PETI-5 and IM7/PETI-5 graphite/epoxy composites under quasi-static and dynamic loading conditions</td>
<td>Dongyeon Lee, Hareesh V. Tippur, Brian J. Jensen, and Philip B. Bogert</td>
</tr>
<tr>
<td>021016</td>
<td>Fatigue behavior and damage assessment of stainless steel/aluminum composites</td>
<td>Volkan Eskizeybek, Ahmet Avci, Ahmet Akdemir, and Ömer Sinan Şahin</td>
</tr>
<tr>
<td>021017</td>
<td>Model for the effect of fiber bridging on the fracture resistance of reinforced-carbon-carbon</td>
<td>K. S. Chan, Y.-D. Lee, and S. J. Hudak, Jr.</td>
</tr>
<tr>
<td>021018</td>
<td>Improvement of the fatigue behavior of stainless steel substrates by low pressure fluidized bed peening (FBP)</td>
<td>M. Barletta</td>
</tr>
</tbody>
</table>
021019 Mechanical behavior of a rephosphorized steel for car body applications: effects of temperature, strain rate, and pretreatment / Yu Cao, Johan Ahlström, and Birger Karlsson

021020 Hole-within-a-hole method for determining residual stresses / A. Makino, D. V. Nelson, and M. R. Hill

021021 A Simple transversely isotropic hyperelastic constitutive model suitable for finite element analysis of fiber reinforced elastomers / Leslee W. Brown and Lorenzo M. Smith

021022 Fatigue life prediction of different fiber-reinforced composites using polynomial classifiers / H. El Kadi, I. M. Deiab, and M. Al-Assadi

021023 Extrapolation techniques for very low cycle fatigue behavior of a ni-base superalloy / Brian R. Daubenspeck and Ali P. Gordon


021025 Time and temperature dependent recovery of epoxy-based shape memory polymers / Francisco Castro, Kristofer K. Westbrook, Jason Hermiller, Dae Up Ahn, Yifu Ding, and H. Jerry Qi

021026 High strain rate tensile behavior of aluminum alloy 7075 T651 and IS 2062 aild ateel / Jayaram R. Pothnis, Yernamma Perla, H. Arya, and N. K. Naik

TECHNICAL BRIEFS
024501 Characterization of rapidly consolidated titanium diboride / Kunal Kothari, Ramachandran Radhakrishnan, and Norman M. Wereley
GUEST EDITORIAL

030301 Multiphysics approaches for the behavior of polymer-based materials / Said Ahzi

MULTI-PHYSICS APPROACHES FOR THE BEHAVIOR OF POLYMER-BASED MATERIALS

030901 Coupling of nanocavitation with cyclic deformation behavior of high-density polyethylene below the yield point / Kamel Hizoum, Yves Rémond, and Stanislav Patlazhan

030902 Measuring the influence of temperature on the development of elastic anisotropy with compressive plastic flow for glassy polycarbonate / A. Goel, Y. Wen, J. Hein, M. Negahban, and J. A. Turner

030903 Modifications of the polylactic acid surface properties by DBD plasma treatment at atmospheric pressure / C. Vergne, O. Buchheit, F. Eddoumy, E. Sorrenti, J. Di Martino, and D. Ruch

030904 Quantification of cavitation in neat and calcium carbonate-filled high-density polyethylene subjected to tension / F. Addiego, J. Di Martino, D. Ruch, A. Dahoun, O. Godard, and S. Patlazhan

030905 Modeling of the stress–birefringence–stretch behavior in rubbers using the gent model / A. K. Mossi Idrissa, S. Ahzi, Y. Rémond, and J. Gracio

030906 Strategies for the analysis of the behavior of an adhesive in bonded assemblies / Jean Yves Cognard, Romain Créac’hcadec, and Laurent Sohier

030907 Mechanical behavior of recycled polypropylene composites under tensile, bending, and creep loading: experimental and modeling / Cécile Rogueda-Berriet, Nadia Bahlouli, Daniel Pessey, and Yves Rémond

030908 Dynamic mechanical properties of PMMA/organoclay nanocomposite: experiments and modeling / Rodrigue Matadi Boumbimba, Said Ahzi, Nadia Bahlouli, David Ruch, and José Gracio

RESEARCH PAPERS

031001 Fatigue life modeling of anisotropic materials using a multiaxial notch analysis / Z. J. Moore and R. W. Neu

031002 Modeling of oxygen diffusion along grain boundaries in a nickel-based superalloy / L. G. Zhao

031003 Modeling and measurement of residual stresses in a steel vessel containing glass / S. Nakhoodchi, B. G. Thomas, and D. J. Smith


031005 Modeling the S-N curves of polyamide PA66 using a serial hybrid neural network / Jernej Klemenc, Andrej Wagner, and Matija Fajdiga

031006 Epoxy adhesives modified with nano- and microparticles for in situ timber bonding: fracture toughness characteristics / Z. Ahmad, M. P. Ansell, and D. Smedley

031007 An instantaneous power of strain approach to the calculation of elastoplastic strain energy density in SUS 304 steel / Cyprian T. Lachowicz and Dorian S. Lachowicz
Effects of interfacial friction distribution on the superplastic forming of AA5083 / Mohammad I. Albakri, Firas S. Jarrar, and Marwan K. Khraisheh

Effect of localized metal matrix composite formation on spot friction welding joint strength / Scott F. Miller, Senthil G. Arul, Grant H. Kruger, Tsung-Yu Pan, and Albert J. Shih
EDITORIAL
040201 Recent advances in micro, nano, and cellular composite materials / Mrinal C. Saha and M. Cengiz Altan

RESEARCH PAPERS
041001 Effect of meso to micro transition in morphology dependent fracture of SiC ceramics / Hongsuk Lee and Vikas Tomar
041002 Comparative abrasive wear study of HVOF coatings obtained by spraying WC-17Co microcrystalline and duplex near-nanocrystalline cermet powders / G. C. Saha and T. I. Khan
041003 Physical, mechanical, and degradability properties of chemically treated jute fiber reinforced biodegradable nanocomposites / M. K. Hossain, M. W. Dewan, M. V. Hosur, and S. Jeelani
041005 An analytical model for the effective dielectric constant of a 0-3-0 composite / S. Banerjee and K. A. Cook-Chennault
041006 Effect of distribution media length and multiwalled carbon nanotubes on the formation of voids in VARTM composites / Levent Aktas, Duane P. Bauman, Scott T. Bowen, Mrinal C. Saha, and M. Cengiz Altan
041007 Tensile stress relaxation behavior of thermosetting polyurethane solid and foams: experiment and model prediction / Bipul Barua and Mrinal C. Saha
041008 Effects of ultrasound and strain rate on tensile mechanical behavior of thermoplastic polyurethane thin films / Anandh Balakrishnan and Mrinal C. Saha
041009 Mechanical characterization of XD-grade carbon nanotube/epon 862 processed by dual phase dispersion technique / C. U. Okoro, M. K. Hossain, M. V. Hosur, and S. Jeelani
041010 Augmented cohesive elements for efficient delamination analyses of composite laminates / H. Qiao, W. Q. Chen, Q. D. Yang, and J. Lua
041011 Mesomechanical modeling of polymer/clay nanocomposites using a viscoelastic-viscoplastic-viscodamage constitutive model / Ardeshir H. Tehrani and Rashid K. Abu Al-Rub
041012 Piezoelectric wafer active sensors for structural health monitoring of composite structures using tuned guided waves / Victor Giurgiutiu
041013 Correlating microscale thermal conductivity of heavily-doped silicon with simultaneous measurements of stress / Ming Gan and Vikas Tomar
041014 Three-dimensional numerical simulation of random fiber composites with high aspect ratio and high volume fraction / Bo Cheng Jin and Assimina A. Pelegri
041015 Modeling interparticle size effect on deformation behavior of metal matrix composites by a gradient enhanced plasticity model / Rashid K. Abu Al-Rub and Mahmood Ettehad
041016 Influence of Al particle size and lead zirconate titanate (PZT) volume fraction on the dielectric properties of PZT-epoxy-aluminum composites / S. Banerjee and K. A. Cook-Chennault
041017 Transition of crack propagation path under varied levels of load in bimodal grain size Al-Mg alloy / Leila Ladani and Steven Nelson

041018 Numerical evaluation of stiffness and energy absorption of a hybrid unidirectional/random glass fiber composite / Wensong Yang and Assimina A. Pelegri