REVIEW ARTICLE
1 A discussion of the paper “Influence of surface charge on ingress of chloride ion in hardened pastes” by Y. Elakneswaran, T. Nawa, and K. Kurumisawa / U. ANGST

ORIGINAL ARTICLES
5 Evaluation of surface sealers for concrete hydraulic structures exposed to low temperatures / J. MIRZA, C. ABESQUE and M.-A. BERUBE
13 Mechanical properties of calcium silicate hydrates / R. ALIZADEH, J.J. BEAUDOIN and L. RAKI
29 Time-dependent mechanical behavior of lime-mortar masonry / E. VERSTRYNGE, L. SCHUEREMANS and D. VAN GEMERT
43 Delamination of thin bonded cement-based overlays: analytical analysis / Q.-T. TRAN, A. TOUMI and A. TURATSINZE
53 Prototype and model masonry behaviour under different loading conditions / A. MOHAMMED and T. G. HUGHES
67 Dynamic stress from a subsurface cylindrical inclusion in a functionally graded material layer under anti-plane shear waves / X.-Q. FANG, J.-X. LIU, L.-L. ZHANG and Y.-P. KONG
77 Effect of metakaolin on the near surface characteristics of concrete / R. SIDDIQUE and A. KAUR
89 Behavior of square concrete columns reinforced with Prefabricated Cage System / M. SHAMSAI and H. SEZEN
101 Effect of gamma irradiation on properties of hardened cement paste / F. VODÁK, V. VYDRA, K. TRTÍK and O. KAPIČKOVÁ
109 High mechanical performance of fibre reinforced cementitious composites: the role of “casting-flow induced” fibre orientation / L. FERRARA, N. OZYURT and M. DI PRISCO
129 Size effect on tensile softening relation / X. HU
139 Transport properties based multi-objective mix proportioning optimization of high performance concretes / E. OZBAY, M. GESOGLU and E. GUNEYISI
155 Compressive strength and durability properties of ceramic wastes based concrete / F. PACHECO-TORGAL and S. JALALI
169 Use of infrared thermography for quantitative non-destructive evaluation in FRP strengthened bridge systems / K.K. GHOSH and V.M. KARBHARI
187 Colemanite ore waste concrete with low shrinkage and high split tensile strength / U.K. SEVIM
195 Using the design of experiment to model the effect of silica sand and cement on crushing properties of carbonate sand / K. GRINE, A. ATTAR, A. AOUBED and D. BREYSSE
205 Influence of field recycled coarse aggregate on properties of concrete / M. CHAKRADHARA RAO, S.K. BHATTACHARYYA and S.V. BARAI
221 An applicability of dynamic response analysis of shear-failure type RC beams with lightweight aggregate concrete under falling-weight impact loading / A.Q. BHATTI, N. KISHI and H. MIKAMI
233 FRP tube encased rubberized concrete cylinders / G. LI, S.-S. PANG and S.I. IBEKWE
253 Fatigue capacity of plain concrete under fatigue loading with constant confined stress / H.L. WANG and Y.P. SONG
263 Bond modelling of prestressed concrete during the prestressing force release / J.M. BENÍTEZ and J.C. GÁLVEZ
279 Evaluation of toughness of textile concrete / S.W. MUMENYA, R.B. TAIT and M.G. ALEXANDER
291 The effect of high salt concentration on the integrity of silica-fume blended cementitious matrices for waste immobilization applications / G. BAR-NES, Y. PELED, M. ARBEL-HADDAD, Y. ZEIRI and A. KATZ
299 Analytical model for prediction of load capacity of RC columns confined with CFRP under uniaxial and biaxial eccentric loading / M. EL SAYED and T. EL MAADDAWY
313 Performance of sewer pipe concrete mixtures with portland and calcium aluminate cements subject to mineral and biogenic acid attack / M.G. ALEXANDER and C. FOURIE
331 Serviceability of corrosion-affected RC beams after patch repairs and FRPs under load / G. MALUMBELA, M. ALEXANDER and P. MOYO
351 Fracture mechanics analysis of row shear failure in dowelled timber connections: asymmetric case / J.L. JENSEN and P. QUENNEVILLE
361 Study on mechanism of thermal spalling in concrete exposed to elevated temperatures / Y. FU and L. LI
377 Bond between fibre reinforced concrete and fibre reinforced polymers / P. HARRYSON
391 Strain rate dependence of HPFRCC cylinders in monotonic tension / K.S. DOUGLAS and S.L. BILLINGTON
ORIGINAL ARTICLES

405 Coupled AC impedance and thermomechanical analysis of freezing phenomena in cement paste / T. SATO and J.J. BEAUDOIN

415 Modeling of drying shrinkage of concrete specimens at the meso-level / A.E. IDIART, C.M. LÓPEZ and I. CAROL

437 Improvement of the early-age reactivity of fly ash and blast furnace slag cementitious systems using limestone filler / P. MOUNANGA, M.I.A. KHOKHAR, R. EL HACHEM and A. LOUKILI

455 Tension stiffening effect and bonding characteristics of chemically prestressed concrete under tension / R. SAHAMITMONGKOL and T. KISHI

475 Analysis technique for restrained shrinkage of concrete containing chlorides / S.S. PARK, S.-J. KWON and H.-W. SONG

487 Resistance to acid attack, abrasion and leaching behavior of alkali-activated mine waste binders / P.-T. FERNANDO and J. SAID

499 Induction heating of mastic containing conductive fibers and fillers / Á. GARCÍA, E. SCHLANGEN, M. VAN DE VEN and D. VAN VLIET

509 Factors affecting the water retaining characteristics of lime and cement mortars in the freshly-mixed state / C. INCE, M.A. CARTER, M.A. WILSON, N.C. COLLIER and A. EL-TURKI, R.J. BALL and G.C. ALLEN

517 Experimental behaviour of reinforced concrete elements repaired with polymer-modified cementitious mortar / C. PELLEGRINO, F. DA PORTO and C. MODENA

529 Mix design and strength of soil–cement concrete based on the effective water concept / M. KAWAMURA and Y. KASAI

541 The effects of pre and post construction moisture condition on the in-plane and out-of-plane strengths of brick walls / M.R. MAHERI, F. MOTIELAHI and M.A. NAJAFGHOLIPOUR
561  **EDITORIAL / C.K.Y. LEUNG**

**ORIGINAL ARTICLES**

565  Compressive behaviour of a new reinforced masonry system / **F. DA PORTO, F. MOSELE and C. MODENA**

583  Strain-hardening UHP-FRC with low fiber contents / **K. WILLE, D.J. KIM and A.E. NAAMAN**

599  Critical parameters of nylon and other fibres for spalling protection of high strength concrete in fire / **Y.-S. HEO, J.G. SANJAYAN, C.-G. HAN and M.-C. HAN**

611  Characteristics of two-component epoxy modified bitumen / **Y. XIAO, M.F.C. VAN DE VEN, A.A.A. MOLENAAR, Z. Su and F. ZANDVOORT**

623  Accelerated weathering of cementitious matrix for the development of an accelerated laboratory test of biodeterioration / **V. WIKTOR, P. GROSSEAU, R. GUYONNET, E. GARCIA-DIAZ and C. LORS**

641  Modeling of complex modulus of bituminous mixtures measured in tension/compression to estimate secant modulus in indirect tensile test / **E. CHAILLEUX, C. DE LA ROCHE and J.-M. PIAU**

659  Modelling fatigue in quasi-brittle materials with incomplete self-similarity concepts / **M. PAGGI**

671  Short-term experimental data of drying shrinkage of ground granulated blast-furnace slag cement concrete / **L.T. KATAOKA, M.A.S. MACHADO and T.N. BITTENCOURT**

681  Cement stabilised rammed earth. Part A: compaction characteristics and physical properties of compacted cement stabilised soils / **B.V. VENKATARAMA REDDY and P. PRASANNA KUMAR**

695  Cement stabilised rammed earth. Part B: compressive strength and stress–strain characteristics / **B.V. VENKATARAMA REDDY and P. PRASANNA KUMAR**

709  Effects of slag and cooling method on the progressive deterioration of concrete after exposure to elevated temperatures as in a fire event / **A. MENDES, J.G. SANJAYAN and F. COLLINS**
ORIGINAL ARTICLES
719 Study of the influence of experimental conditions applied to the indirect tensile test versus type of bituminous mixture / E. CHAILLEUX, C. DE LA ROCHE and J.-M. PIAU
735 Mechanical properties and size effects in lightweight mortars containing expanded perlite aggregate / D. KRAMAR and V. BINDIGANAVILE
749 Early-age autogenous cracking of cementitious matrices: physico-chemical analysis and micro/macro investigations / P. MOUNANGA, M. BOUASKER, A. PERTUE, A. PERRONNET and A. KHELIDJ
773 The effects of curing medium on flexural strength and water permeability of concrete incorporating TiO2 nanoparticles / A. NAZARI
787 Prediction of moisture curling of concrete slab / C.J. LEE, D.A. LANGE and Y.-S. LIU
805 Numerical simulation of fresh SCC flow: applications / A. GRAM and J. SILFWERBRAND
815 Caractérisation de la durabilité des bétons recyclés à base de gros et fins granulats de briques et de béton concassés / S. KENAI and F. DEBIEB
825 A theoretical model to predict interface slip due to bending / O.T. TSIOULOU and S.E. DRITSOS
845 Surface settlement of cementitious-based materials determined by oedometer testing / J.J. ASSAAD and J. HARB
865 The nitrogen gas tension test. Part 2: failure mechanism / K. FUJIKAKE, S. MINDESS, T. UNO and H. XU
ORIGINIAL ARTICLES

879 Effect of drying conditions on autogenous shrinkage in ultra-high performance concrete at early-age / A.M. SOLIMAN and M.L. NEHDI

901 Non-destructive evaluation of the bending behaviour of in-service pine timber structural elements / J.S. MACHADO and P. PALMA

911 Effects of recycling agents on aged asphalt binders and reclaimed asphalt concrete / P.-S. LIN, T.-L. WU, C.-W. CHANG and B.-Y. CHOU

923 Optimum design method for double-layer thick-walled concrete cylinder with different modulus / A.-Z. LU, G.-S. XU and L.-Q. ZHANG

929 Influence of superplasticizer on the non-Newtonian characteristics of cement paste / C. JAYASREE, J. MURALI KRISHNAN and R. GETTU

943 Explosive spalling of normal strength concrete slabs subjected to severe fire / F. ALI, A. NADJAI and A. ABU-TAIR

957 Durability and water absorption properties of surface treated concretes / L. BASHEER and D.J. CLELAND

969 Rutting of bituminous mixtures: wheel tracking tests campaign analysis / D. PERRATON, H. DI BENEDETTO, C. SAUZÉAT, C. DE LA ROCHE and W. BANKOWSKI, M. PARTL and J. GRENFELL

987 Quantitative solution on dosage of repair-agent for healing of 3D simplified cracks in materials: short capsule model / Z. LV, H. CHEN and H. YUAN

997 State-of-the-art review on timber connections with glued-in steel rods / G. TLUSTOCHOWICZ, E. SERRANO and R. STEIGER

1021 Bond strength of reinforcing steel embedded in fly ash-based geopolymer concrete / P.K. SARKER
RILEM TECHNICAL COMMITTEE
1031 French wheel tracking round robin test on a polymer modified bitumen mixture / RILEM TC 206-ATB, TG3: Mechanical testing of mixtures / TC 206-ATB
1047 Recommendation of RILEM TC 218-SFC: Sonic methods for quality control of fresh cementitious materials | Testing of fresh concrete by ultrasound transmission / TC 218-SFC

ORIGINAL ARTICLES
1063 Prediction of concrete initial setting time in field conditions through multivariate regression analysis / M.Y. RIAD, S. SHOUKRY, E. SOSA and G. WILLIAM
1079 Shear capacity of steel and polymer fibre reinforced concrete beams / J. KRAGH-POULSEN, L.C. HOANG and P. GOLTERMANN
1093 Characterization of the orientation profile of steel fiber reinforced concrete / F. LARANJEIRA, S. GRÜNEWALD, J. WALRAVEN, C. BLOM, C. MOLINS and A. AGUADO
1113 Electrical resistance measurement for damage analysis of carbon yarns / B.-G. KANG, J. HANNAWALD and W. BRAMESHUBER
1123 Impact of mechanical loading on the corrosion of steel reinforcement in concrete structures / A. ABABNEH and M. SHEBAN
1139 Physical properties and reactivity of pozzolans, and their influence on the properties of lime–pozzolan pastes / R. WALKER and S. PAVÍA
1151 A design concept with the use of RUHTCC beam to improve crack control and durability of concrete structures / Q. LI and S. XU
1179 Strain hardening behavior of lightweight hybrid polyvinyl alcohol (PVA) fiber reinforced cement composites / S.F.U. AHMED and H. MIHASHI
ORIGINAL ARTICLES

1193 Use of spent foundry sand and fly ash for the development of green self-consolidating concrete / M. ŞAHMARAN, M. LACHEMI, T.K. ERDEM and H.E. YÜCEL

1205 Repairing corroded RC beam with near-surface mounted CFRP rods / A. KREIT, F. AL-MAHMOUD, A. CASTEL and R. FRANÇOIS

1219 Probabilistic evaluation of conformity criteria for concrete families / R. CASPEELE and L. TAERWE

1233 Application of fresh mortar tests to pastes used for the desalination of historical masonry / A. BOURGÈS and V. VERGÈS-BELMIN

1241 The use of asphalt low shear viscosity to predict permanent deformation performance of asphalt concrete / F. MOREA, J.O. AGNUSDEI and R. ZERBINO

1249 Genetic algorithm model for shear capacity of RC beams reinforced with externally bonded FRP / M. NEHDI and H. NIKOPOUR

1259 The design of an instrumented rebar for assessment of corrosion in cracked reinforced concrete / B. PEASE, M. GEIKER, H. STANG and J. WEISS

1273 Damage monitoring of reinforced concrete frames under seismic loading using cement-based piezoelectric sensor / Y. LU, Z. LI and W.-I. LIAO


1297 Compressive strength, abrasion resistance and energy absorption capacity of rubberized concretes with and without slag / E. OZBAY, M. LACHEMI and U.K. SEVIM

1309 Effect of freeze–thaw cycles on the stress–strain curves of unconfined and confined concrete / A. DUAN, W. JIN and J. QIAN


1347 Thermo-hygro-mechanical behavior of early-age concrete deck in composite bridge under environmental loadings. Part 2: strain and stress / S. CHOI, S.W. CHA and B.H. OH
ORIGINAL ARTICLES
1369 Evolution of the strains of traditional and self-compacting concrete during and after fire / E. ANNEREL and L. TAERWE
1381 Use of plastic wastes as a binding material in the manufacture of tiles: case of wastes with a basis of polypropylene / A. KONIN
1399 Properties of self-compacting portland pozzolana and limestone blended cement concretes containing different replacement levels of slag / E. GÜNEYISI and M. GESOĞLU
1411 Modeling of concrete nonlinear mechanical behavior at high temperatures with different damage-based approaches / C. DE SA and F. BENBOUDJEMA
1431 Glulam beams reinforced with FRP externally-bonded: theoretical and experimental evaluation / J. FIORELLI and A.A. DIAS
1441 Splitting tensile test for fibre reinforced concrete / E. DENNEMAN, E.P. KEARSLEY and A.T. VISSER
1451 Study of interfacial microstructure, fracture energy, compressive energy and debonding load of steel fiber-reinforced mortar / S.F. LEE and S. JACOBSEN
1467 Strain sensing of carbon fiber reinforced geopolymer concrete / S. VAIDYA and E.N. ALLOUCHE
1477 Reliability-based bond design for GFRP-reinforced concrete / Z. HE and G. TIAN
1491 Estimating extreme values of thermal gradients in concrete structures / O. LARSSON and S. THELANDESSON
1501 Crack width for thick offshore plates / E. RIZK, H. MARZOUK AND A. HUSSEIN
1517 Application of instantaneous profile measurement of moisture content and moisture potential in porous materials / G.A. SCHEFFLER and R. PLAGGE
ORIGINAL ARTICLES
1559 Fabrication and characterization of nano colloid surfaced concrete / W. SHEN, G. GAN, R. DONG, Y. TAN, H. CHEN and L. XIAO
1565 Utilisation of steel slag as an aggregate in concrete / I. NETINGER, D. BJEGOVIĆ and G. VRHOVAC
1577 Development of a multi-species mass transport model for concrete with account to thermodynamic phase equilibriums / Y. HOSOKAWA, K. YAMADA, B. JOHANNESSON and L.-O. NILSSON
1609 On the modeling of the dehydration induced transient creep during a heating–cooling cycle of concrete / S. HASSEN
1629 Effect of a temperature change from 20 to 50°C on the basic creep of HPC and HPFRC / W. LADAOUI, T. VIDAL, A. SELLIER and X. BOURBON
1641 Optimising an expansion test for the assessment of alkali-silica reaction in concrete structures / X.X. GAO, S. MULTON, M. CYR and A. SELLIER
1671 Influence of the design materials on the mechanical and physical properties of repair mortars of historic buildings / P. MANITA and T. C. TRIANTAFILLOU
1687 The influence of hydrothermal synthesis conditions on gyrolite texture and specific surface area / K. BALTAKYS, A. EISINAS, T. DIZHBITE, L. JASINA, R. SIAUCIUNAS and S. KITRYS
1703 Nano-scratch as a new tool for assessing the nano-tribological behavior of cement composite / J. XU and W. YAO
1713 Novel water permeability device for reinforced concrete under load / C. DESMETTRE and J.-P. CHARRON
ORIGINAL ARTICLES
1725 Damage evaluation in freezing and thawing test of concrete by elastic-wave methods / M. OHTSU
1735 Structural evolution of hydrated cement compacts / S. YEQING, D. MIN and L. ANQUN
1745 Experimental and numerical investigations on full-scale adhesively bonded timber trusses / T. VALLÉE, T. TANNERT and S. HEHL
1759 Effect of recycled coarse aggregate on damage of recycled concrete / B. GONZÁLEZ-FONTEBOA, F. MARTÍNEZ-ABELLA, J. EIRAS-LÓPEZ and S. SEARA-PAZ
1773 NMR, XRD, IR and synchrotron NEXAFS spectroscopic studies of OPC and OPC/slag cement paste hydrates / A. MENDES, W.P. GATES, J.G. SANJAYAN and F. COLLINS
1793 Strength of lime–fly ash compacts using different curing techniques and gypsum additive / B.V. VENKATARAMA REDDY and K. GOURAV
1809 Rheological characterization of wax-modified asphalt binders at high service temperatures / F. MERUSI and F. GIULIANI
1821 Finite element modelling of hardening concrete: application to the prediction of early age cracking for massive reinforced structures / L. BUFFO-LACARRIÈRE, A. SELLIER, A. TURATSINZE AND G. ESCADEILLAS
1837 Modeling of plain concrete structures based on an anisotropic damage formulation / M. KITZIG and U. HÄUSSLER-COMBE
1855 Impact resistant behaviour of RC slab strengthened with FRP sheet / A.Q. BHATTI, N. KISHI and K.H. TAN
1865 Shear repair of RC beams using epoxy injection and hybrid external FRP / H. NIKOPOUR and M. NEHDI

Oprac. BPK