Considerations for Handling of Mass Concrete: Control of Internal Restraint / Adrian M. Lawrence, Mang Tia, and Michael Bergin

Crack Density and Elastic Properties of Sustainable Concretes / Brad C. McCoy, Michael L. Leming, and Rudolf Seracino

Evaluation of Strength and Hydraulic Testing Methods of Pervious Concrete / Mark Suozzo and Mandar M. Dewoolkar

Surface Wave Transmission across a Partially Closed Surface-Breaking Crack in Concrete / Seong-Hoon Kee and Jinying Zhu

Concrete with Recycled Glass as Fine Aggregates / Hongjian Du and Kiang Hwee Tan

Spent Fluid Catalytic Cracking Catalyst for Improving Early Strength of Portland Cement / María V. Borrachero, José M. Monzó, Jordi Payá, Christian Vunda, Sergio Velázquez, and Lourdes Soriano

Effect of Temperature on Flow Properties of Superplasticized Cement Paste / Elson John and Ravindra Gettu

Computer-Aided Mold Design Algorithm for Precast Concrete Elements / Gultekin Aktas, Ahmed Kamil Tanrikulu, and Tarik Baran

Shear Behavior of Reinforced Geopolymer Concrete Thin-Webbed T-Beams / C.K. Madheswaran, P.S. Ambily, N. Lakshmanan, J.K. Dattatreya, and S.A. Jaffer Sathik

Response of CFRPAAC Sandwich Structures under Low- Velocity Impact / Mohammed A. Mousa and Nasim Uddin
nr 2

123 Practical Approach for Assessing Lightweight Aggregate Potential for Concrete Performance / Daniel Moreno, Patricia Martinez, and Mauricio Lopez

133 Axisymmetric Fiber Orientation Distribution of Short Straight Fiber in Fiber-Reinforced Concrete / Jun Xia and Kevin Mackie

143 Mixture Design and Testing of Fiber-Reinforced Self-Consolidating Concrete / Kamal H. Khayat, Fodhil Kassimi, and Parviz Ghoddousi

153 Effect of Misalignment on Pulloff Test Results: Numerical and Experimental Assessments / Luc Courard, Benoît Bissonnette, Andrzej Garbacz, Alexander Vaysburg, Kurt von Fay, Grzegorj Moczulski, and Maxim Morency

163 Strength and Microstructure of Mortar Containing Nanosilica at High Temperature / Rahel Kh. Ibrahim, R. Hamid, and M. R. Taha


179 Cracking Tendency of Lightweight Aggregate Bridge Deck Concrete / Benjamin E. Byard, Anton K. Schindler, and Robert W. Barnes

189 Multi-Aggregate Approach for Modeling Interfacial Transition Zone in Concrete / Hongyan Ma and Zongjin Li

201 CaAF Reactivity—Chemistry and Hydration of Industrial Cement / Hugh Wang, Delia De Leon, and Hamid Farzam

211 Tailoring Hybrid Strain-Hardening Cementitious Composites / Alessandro P. Fantilli, Hirozo Mihashi, and Tomoya Nishiwaki

219 In ACI Structural Journal

223 Reviewers in 2013
Impact of Alternative Cementitious Material on Mechanical and Transfer Properties of Concrete / Alexandre Pavoine, David Harbec, Thierry Chaussadent, Arezki Tagnit-Hamou, and Loïc Divet
Free Shrinkage Strains in Concrete Overlays / Luis Orta, F. Michael Bartlett
Workability and Mechanical Properties of Heavyweight Magnetite Concrete / Keun-Hyeok Yang, Jae-Sung Mun, Ho Lee
Studies on Fresh and Hardened Properties of Recycled Aggregate Concrete with Quarry Dust / Revathi Purushothaman, Sasikala Mani
Effects of Material Ratio, Fly Ash, and Citric Acid on Magnesium Oxysulfate Cement / Chengyou Wu, Hongfa Yu, Jinmei Dong, Lina Zheng
New Test Method to Evaluate Dynamic Stability of Self-Consolidating Concrete / Behrouz Esmaeilkhanian, Dimitri Feys, Kamal H. Khayat, Ammar Yahia
Development of Ultra-High-Performance Hybrid Fiber-Reinforced Cement-Based Composites / Sukmin Kwon, Tomoya Nishiwaki, Takatsune Kikuta, Hirozo Mihashi
Size Effect on Biaxial Flexural Strength of Concrete / Goangseup Zi, Jihwan Kim, Zdenek P. Bazant
Generalized Chloride Permeability Test for Blended and Nonblended Concrete / Ashraf R. Mohamed, Wegdan W. El-Nadoury, Mohamed T. Ayyob
Properties of Strength and Pore Structure of Reactive Powder Concrete Exposed to High Temperature / Hyounb-Seok So, Je-Bang Yi, Janchivdorj Khulgadai, Seung-Young So

In ACI Structural Journal
Effect of Sepiolite on Mechanical and Physical Properties of Fiber Cement / Rocío Jarabo, Elena Fuente, Holmer Savastano Jr., and Carlos Negro

Physical Responses to Interaction of Deicer and Natural Microfines / Jessica M.S. Silva, Steven M. Cramer, Marc A. Anderson, M. Isabel Tejedor, and Jose F. Muñoz

Diffusivity of Binary and Ternary Concrete Mixture Blends / Lisa E. Burris and Kyle A. Riding


Eco-Cement Optimization Using Statistical Mixture Design Method / Ozlem Akalin

Nonlinear Ultrasonic Method to Evaluate Residual Mechanical Properties of Thermally Damaged Concrete / Hong Jae Yim, Sun-Jong Park, Jae Hong Kim, and Hyo-Gyoung Kwak

Effect of Simulated Concrete Pore Solution Chemistry, Chloride Ions, and Temperature on Passive Layer Formed on Steel Reinforcement / A. Alhozaimy, R.R. Hussain, A. Al-Negheimish, R. Al-Zaid, and D.D.N. Singh

Creep Design Aid: Open-Source Website Program for Concrete Creep and Shrinkage Prediction / Kyungtae Kim and Zdenek P. Bažant

Normalization of Temperature Effect on Concrete Resistivity by Method Using Arrhenius Law (with Appendix) / Yanbo Liu and Francisco J. Presuel-Moreno

Properties of Mortar Using Cubes, Prism Halves, and Cylinder Specimens / Guilherme A. Parsekian, Fernando S. Fonseca, Gregory L. Pinheiro, and Jefferson S. Camacho


Effects of Carbonation on Chloride Penetration in Concrete. Paper by Myung Kue Lee, Sand Hwa Jung, and Byung Hwan Oh

In ACI Structural Journal

Oprac. BPK